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APPENDIX B.  INSTRUCTIONS FOR  
RECORDING DIN-PACS MEDICAL SYSTEMS ON THE 

ACTIVITY PROPERTY BOOK FOR SITES USING DMLSS 
 
 

DMLSS users will adhere to the following procedures to establish DIN-PACS as a 
system on the property book. 
 

 1. Establish a due in for the item in accordance with DMLSS procedures. 
 

 2. Receive the system in accordance with DMLSS and local procedures.  .  
Establish the Equipment Type as “System” (System ECN).  This is an actual item and 
should be the major item of the system.  For DIN-PACS, this item will be one of the 
main servers as identified by the Army PACS Program Management Office (APPMO), 
phone301-619-3322.  Ensure that the total system acquisition cost, including all 
PACS components, is reflected on this system ECN. 
 

 3. Gain the other components of the system using the DMLSS ETM Gain 
module with the reason “Component Gain” and Equipment Type of “Component” with 
an acquisition cost of $O.00.  Ensure the components are associated with the system 
ECN.  The device nomenclatures for the components are listed in Table B-1. 
 
 

Table B-1. Device Nomenclatures 
 

Nomenclatures Guideline (if any) 
Diagnostic Work Stations (4 monitor) Account for using the CPU serial number 
Diagnostic Work Stations (2 monitor) Account for using the CPU serial number 
Review Workstations (2 monitor) Account for using the CPU serial number 
Review Workstations (1 monitor) Account for using the CPU serial number 
Quality Control Workstations (2 monitor) Account for using the CPU serial number 
Quality Control Workstations (1 monitor) Account for using the CPU serial number 
Color QC Lite Workstations None 
RIS Terminals  None 
Network Printer None 
Web Server None 
Teleradiology Gateway None 
NT Domain Controller None 
Archive None 
H70 (AIX) Server None 
H50 Server None 
RIS NT Server None 
RIS NT Server None 
C68 Archive None 
C66 Archive None 
Telemaintenance Server None 
Color Review Workstations (2 monitor Account for using the CPU serial number 
DICOM IT (at sites that capture 
ultrasound images) 
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 4. Finally, ensure components requiring medical maintenance services have a 
Maintenance Requirements Indicator of “YES” in the catalog record and appropriate 
services scheduled. 
 
 5. If the DIN-PACS system is already on the property book, then the following is 
required: 
 

 a. Confirm the system ECN is the major item of the system.  For DIN-
PACS, this item will be one of the main servers as identified by the Army PACS 
Program Management Office (APPMO), if necessary, change the Equipment Type of 
the identified major end item to “System.”  Do this by opening the appropriate 
equipment record and selecting “System” in the Equipment Type drop down window 
found on the Main tab. 

 
 b. Validate the total system acquisition cost, including all PACS components 

is reflected on the system ECN.  Update the system acquisition cost by opening the 
equipment record for the system ECN and click on the Acq. Cost icon on the vertical 
tool bar.  In the Acquisition Cost Change window, adjust the values as necessary.  
Click OK.  Click Save in the Equipment Detail window. 

 
 c. Ensure all component equipment records have an Equipment Type of 

“Component,” the appropriate System ECN and an acquisition cost of $0.00. 
 
  d. Identify components requiring medical maintenance services.  Update 
the catalog record to signify which components require maintenance services. 

B-2 


